MakerBot Material Specifications

ABS Dissolvable PLA - Small PLA - Large PLA - XL PLA - XXL Tough PLA
3D Printer Compatibility
- Replicator 2 and earlier Yes Yes
- Replicator 2x Yes Yes
- Replicator Mini Yes
- Replicator Mini+ Yes
- Replicator 5th Gen. Yes Yes Yes
- Replicator+ Yes Yes Yes
- Replicator Z18 Yes Yes Yes Yes Yes
Spool Diameter 8in. 8in. 59in. 9.84in. 8.5in. 8.5in. 9.84in.
Spool Width 3in. 3in. 1.57in. 1.57in. 3.5in. 7in. 1.57in.
Spool Hub Hole 2in. 2in. 2in. 2in. lin. lin. 2in.
Filament Diameter 1.75 mm 1.75 mm 1.75 mm 1.75 mm 1.75 mm 1.75 mm 1.75 mm
Shipping Weight 31bs. 3 1bs. 11b. 31bs. 6 lbs. 11 Ibs. 7.811bs.
Net Weight 2.2 1bs. 2.2 Ibs. 0.5 Ibs. 2.0 Ibs. 51bs. 10 Ibs. 6.87 Ibs. for bundle
Glass Temperature 221 degF 212 deg F 140 - 149 deg F 140- 149 deg F 140 - 149 deg F 140 - 149 deg F 140- 149 deg F
Melting Temperature No "true" melting pt. 320degF 302-320degF 302-320degF 302 -320degF 302-320degF 302-320degF
Nozzle Temperature 446 deg F 482 deg F 419 deg F 419 deg F 419 deg F 419 deg F 419 deg F

Authorized Reseller
; Strategic 3D Solutions

4805 Green Road, Suite 114
Raleigh, NC 27616
919-451-5963
info@strategic3dsolutions.com
www.strategic3dsolutions.com
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